—3/8" HOLLAND STONE PAVERS AS
MANUFACTURED BY PAVESTONE, INC.,
GRAPEVINE, TEXAS (OR APPROVED EQUAL)
MUST MEET REQUIREMENTS OF ASTM C936-82.

HERRINGBONE
PATTERN AT 45\

SAWCUT AS REQUIRED ADJACENT
TO CURBS AND MOWSTRIPS

CONCRETE PAVER PATTERN
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CLASS "C" CONCRETE

THICKNESS IS 3°
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g 3000 pai NON—REINFORCED
n B 1" SAND
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Z COMPACTED SUBGRADE TO 95% I_—_is'
2— #3 BARS LONGITUDINAL STANDARD PROCTOR DENSITY MONOLITHIC NOSE (CURB HEIGHT
g3 BARS © 12° CENTERS PER ASTM D698. SLOPES FROM 6" TO 37)
GENERAL NOTES:

1. CONCRETE SHALL

CONFORM TO THE CITY OF ARLINGTON

STANDARD SPECIFICATIONS.
2. INTERLOCKING CONCRETE PAVER HERRINGBONE PATTERN,

ANTIQUE RED.

3. 1/2" PREMOLDED ASPHALTIC FIBER EXPANSION JOINT
\TERIAL  ANY PLACE WHERE CONCRETE ABUTS

CONCRETE.

4. STEEL REINFORCING UNDER MEDIN NOSE IS SAME
AS PAVEMENT REQUIREMENT.

5. CONCRETE UNDER PAVERS IS NON—REINFORCED.

MEDIAN PAVERS A

HERRINGBONE PATTERN
ANTIQUE RED

< /—12‘ WIDE MOW STRIP

&
MONOLITHIC NOSE

MEDIANS LESS THAN 8 FEET WIDE

L L | _

6
MONOLITHIC NOSE

MEDIAN GREATER THAN 8 FEET WIDE

SECTION A-A

WALKWAYS ARE MINIMUM 4°
THICK CONCRETE PAVEMENT
W/#3 BARS ON 18°

PAVERS ON 4" THICK 3000
PSI NON—REINFORCED CONCRETE

4’ TYP. CLEAR WIDTH

T — PAVEMENT
THICKNESS

TYPICAL ISLAND AT INTERSECTION
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